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Standard Bellows Sizes

Thin Wall Bellows

NOM. ID DESCRIPTION WALL
THICKNESS

NOMINAL
OD

MAX
WORKING
PRESSURE
(PSI)

MAX TEST
PRESSURE
(PSI)

MAX
BURST

PRESSURE
(PSI)

MAX STATIC
COMPRESSION

(IN.)

STATIC
BEND
RADIUS
(IN.)

DYN.
BEND
RADIUS
(IN.)

0.25 .25"IDX.004" 321 0.004 0.38 48 72 192 3.0 0.8 3.0

0.38 .375"IDX.005" 321 0.005 0.60 23 34 90 3.0 1.3 5.0

0.50 .500"IDX.005" 321 0.005 0.75 24 36 95 3.0 1.5 6.0

0.75 .75"IDX.006" 321 0.006 1.02 29 43 115 3.0 1.8 7.0

1.00 1.0”IDX.006” 321 0.006 1.37 20 30 80 3.0 2.8 11.0

1.25 1.25”IDX.006” 321 0.006 1.60 13 20 52 3.0 3.0 12.0

1.50 1.5”IDX.006” 321 0.006 1.91 11 17 44 3.0 4.5 14.0

2.00 2.0”IDX.006” 321 0.006 2.45 10 15 40 3.0 4.5 18.0

2.50 2.5”IDX.006” 321 0.006 3.07 8 11 30 3.0 5.5 22.0

3.00 3.0”IDX.008” 321 0.008 3.76 6 9 25 3.0 6.8 27.0

3.25 3.25”IDX.008” 321 0.008 4.00 6 9 25 3.0 7.3 29.0

3.50 3.50”IDX .008” 321 0.008 4.30 7 11 28 3.0 7.8 31.0

4.00 4”IDX.008”X12” 321 0.008 4.78 6 9 24 3.0 8.5 34.0

5.00 5”IDX.008” 321 0.008 5.75 6 9 25 3.0 10.5 42.0

5.50 5.50”IDX.008” 321 0.008 6.25 6 9 25 3.0 11.3 45.0

6.00 6.0”IDX.010” 321 0.010 6.84 7 11 28 3.0 12.5 50.0

7.00 7.0”IDX.012” 321 0.012 8.15 6 9 25 3.0 14.8 59.0

8.00 8.0”IDX.012”321 0.012 9.25 5 8 20 3.0 31.0 67.0

10.00 10.00”IDX.012” 321 0.012 11.25 5 8 20 3.0 40.0 82.0

12.00 12.00”IDX.012” 321 0.012 13.88 4 6 16 3.0 50.0 102.0
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Standard Bellows Sizes

Medium Wall Bellows

NOM. ID DESCRIPTION WALL
THICKNESS

NOMINAL
OD

MAX
WORKING
PRESSURE
(PSI)

MAX TEST
PRESSURE
(PSI)

MAX
BURST

PRESSURE
(PSI)

MAX STATIC
COMPRESSION

(IN.)

STATIC
BEND
RADIUS
(IN.)

DYN.
BEND
RADIUS
(IN.)

0.75 .75"IDX.008" 321 0.008 1.02 29 43 115 3.0 1.8 7.5

1.00 1.0"IDX.008" 321 0.008 1.37 20 30 80 3.0 2.8 11.0

1.50 1.5"IDX.010" 321 0.010 1.91 29 44 116 3.0 4.5 14.0

2.00 2.0"IDX.012" 321 0.012 2.45 35 53 140 3.0 4.5 18.0

2.50 2.5"IDX.012" 321 0.012 3.08 20 30 80 3.0 5.5 22.0

4.00 4.0"IDX.010" 321 0.010 4.78 9 14 36 3.0 8.5 34.0

5.00 5.0"IDX.010" 321 0.010 5.75 11 16 42 3.0 10.0 42.0

7.50 7.50"IDX.012" 321 0.012 8.70 6 9 25 3.0 15.8 63.0

10.00 10.00"IDX.016" 321 0.016 11.25 10 15 40 3.0 40.0 82.0

12.00 12.00"IDX.016" 321 0.016 13.88 6 9 24 3.0 50.0 102.0

12.75 12.75"IDX.016" 321 0.016 14.56 5 7 18 3.0 50.0 107.0

16.00 16.00"IDX.020" 321 0.020 17.43 11 17 45 3.0 50.0 129.0
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Standard Bellows Sizes

Thick Wall Bellows

NOM. ID DESCRIPTION WALL
THICKNESS

NOMINAL
OD

MAX
WORKING
PRESSURE
(PSI)

MAX TEST
PRESSURE
(PSI)

MAX
BURST

PRESSURE
(PSI)

MAX STATIC
COMPRESSION

(IN.)

STATIC
BEND
RADIUS
(IN.)

DYN.
BEND
RADIUS
(IN.)

1.00 1.0"IDX.012" 321 0.012 1.37 38 145 386 3.0 2.8 11.0

1.50 1.5"IDX.014" 321 0.014 1.91 32 122 325 3.0 4.5 14.0

3.00 3.0"IDX.016" 321 0.016 3.76 20 30 80 3.0 6.8 27.0

4.00 4.0"IDX.016" 321 0.016 4.78 24 53 142 3.0 8.5 34.0

6.00 6.0"IDX.016" 321 0.016 6.84 11 43 114 3.0 12.5 50.0

7.00 7.0"IDX.016" 321 0.016 8.15 13 19 50 3.0 14.8 59.0

7.50 7.50"IDX.016" 321 0.016 8.70 9 14 36 3.0 15.8 63.0

8.00 8.0"IDX.016" 321 0.016 9.25 10 15 40 3.0 31.0 67.0
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About MW Components

MW Components is focused on accelerating the entire process of delivering custom, 
stock, and standard parts to virtually any volume and against demanding deadlines. We 
work to highly complex tolerances. We help simplify the management of any number 
of different components. And we take a no-compromise approach to quality. With MW 
Components you can be sure you’ll get the right part to the right specification when and 
where you need it.


